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ONE supports several 10G transceiver form

X2, XENPAK, XFP, and SFP+
All which com plv with their res pective MSAs . )
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lig hlights 'p_pli-cations \

x  Direct replacement for OEM optics x Point to Point data center links, especially useful for
x  Industry Standard (ITU) wavelengths remote backups or disaster recovery
X  Very low optical insertion loss x Increased speed for large file transfer compared to
X MSA Compliant X2 form factor transceivers aggregate (bonded) Ethernet links
X SR multimode, LRM (long range multimode) x Large data center or cluster computing applications
x LR, ZR, and DWDM single mode optics where storage or processing is required
. J

-m Numbers and S pecifications
Tx Power min/max Rx Sensitivity

' Cabling l
CHAMPION Part # 10G Standard Laser (dBm) min/max (dBm) Distance Type(s) IEEE
10GX2E030" 62.5 um: 26 m 62.5 MM,
10GBASE-SR 850nm -5.0/-1.0 -1.0/-11.1 50 um: 66 m 500 MM 802.3ae
10GX2F030° 850nm -5.0-1.0 -1.0-11.1 Oggrggfd 50 MM FibreChannel
1 62.54 MM,
10GX2ELRM 10GBASE-LRM 1310nm -6.5/+0.5 +1.5/-12.0 220m 500 MM 802.3ag-2006
10GX2E10" 802.3ae
10GX2F10? 10GBASE-LR 1310nm -8.2/+0.5 +0.5/-14.4 2m — 10km 9u SM Fibrechannel
10GX2E80" 10GBASE-ZR 1550nm 0.0/+4.0 -71-24 80km 9u SM
802.3ae
10GX2Exx00DWDM80* 10GBASE-DWDM DWDM -1.0/3.0 -71-24 80km 9y SM
Environmental 0 to 70 ° C Operating Temp, -40 to 85 ° C Storage Temp
Dimensions 17.8x40.5x 77.2 mm
Spec References |EEE Std 802.ae-2002 , Fibre Channel 10GFC Draft 4.0, X2 MSA Iss 2.0b
Notes
ISupports 10G Ethernet
Supports 10G Fibre Channel
®0Operating range as defined by IEEE and Fibre Channel standards. Longer reach possible depending upon link implementation.
Warranty

Champion’s transceivers and passives come with a five-year warranty.
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